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Power Splitters, Dx-18FN
2 way Tube Style, Reactive Power Divider

800 – 2500 MHz, N 

Dual Band Frequency Ranges

Tetra and Cellular/PCS

High Average Power Rating

Minimal RF Insertion Loss

High Reliability

RoHS compliant

$$  SSaavveerr  PPrroodduucctt  LLiinnee

This 2 way Divider, specified to cover 800 - 2500 MHz, is a reactive

Power Splitters designed to evenly split high power cellular signals with

minimal reflections or loss. Their reactive design employs no resistors

eliminating their contribution to PIM and the potential of their damage.

The wide frequency ranges of these models allow use with multiband

antennas and leaky cable systems. With few solder joints and an air

dielectric, the loss is minimal and reliability enhanced. 

For products with broader bands and guaranteed PIM performance

see Dx-85 and Dx-88 series. (10/08)
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DD22--1188FFNN 2 3 dB <0.2 dB ±0.2 dB <1.20:1 8.8 (224) 8.1 (206) 0.6 (15.5) 8.2 oz (230 g)

Frequency: 800 - 2,500 MHz

Impedance: 50Ω nominal

Power: 200W avg., at 50°C

Connectors: N (f) Triplate

Environment: Indoor

Temperature: -30° to +60°C

Housing: Black paint over

passivated aluminum

Ignore J3 for this 2 way Splitter


